MegaPhase

Test Adapters

MegaPhase straight and right angle test adapters are
designed to work with in-series and between-series
connectors. Applications include defense and commercial
uses, and they are ideal for probe station testing through

50 GHz. MegaPhase adapters feature linear phase slope, low

SWR, and high reliability.

In-Series and Between-Series Straight Adapters

1.0mm 1.85mm 2.4mm 2.92mm 3.5mm SMA Type N 7mm TNC
Interface
M F M F M F M F M F M F M F M M F
N VN KT (XTI
F | - - - - - -
M | CAVIVT | CAVIV2 | CAVI21 | CANI22 | CAVIKT | CIVIKZ
185mm | cAvav2 [CAV221 | CAV222 | CAVKT [CAVZK2 | - - - - - - -
I T | cA2121| CA2122 | CA-21KT | CA-21K2 | CA-2131 | CA-2132| CA215T | CA-2152 | CA2INT | CA21N2 | CA2179
F ~ |ca222| - |ca2ke| - |cA2232| - | cAzes2| - |cA2aN2| cA2279
NI | CAKIK1 | CAK1K2 | CAK131 | CAK132| CAK1ST | CAKTS2 | CAKINT | CAKINZ | CAKI79
F T |oakek| - |cake| - | cakesz| - |cAkenz| cakare - -
M T | CA3131 |CA3132| CA31ST | CA3152 | CA-3INT | CA3TNZ | CA3179 | CA3ITI | CA3IT2
35mm = T a3 - |ams2| - |cAsNz| cA3279 | cAam | cAam
M T | CASIS1 | CA-STS2 | CASINT | CASINZ | CAS179 | CASITI | CASIT2
SMA - CAS2S2 | - |CASINZ| CAS279 | CASITI | CASIT2
M | CANINT | CANINZ| CANTT9 | CANITI | CANIT2
el = T |cANIN2Z| CAN279 | CANZTI | CANZT2

In-Series and Between-Series Right Angle Adapters

2.4mm 2.92mm SMA
Interface
M F M F M F
24 M | CA-2321 | CA-2322 | CA-23K1 | CA-23K2 [ CA-23S1 | CA-23S2
Amm
F CA-2422 - CA-24K2 - CA-2452
M CA-K3K1 [ CA-K3K2 | CA-K3S1 | CA-K3S2
2.92mm
F CA-K4K2 - CA-K4S2
M CA-53S1 | CA-S3S2
SMA
F CA-5452

Connector Adapter Materials

Body and Coupling Nut

Passivated Stainless Steel per UNS No. $30300

Dielectric Bead PTFE per ASTM-D-1710, PCTFE per ASTM-D-1430-11

Center Pin Gold Plated Beryllium Copper per UNS No. C17300
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